STATUTES AT LARGE[

SECTION 172: Special Load Limits. - (a) Subject to the fore-
going provisions of this Article limiting the length of vehicles and
loads, the load upon any vehicle operated alone or the load upon the
front vehicle of a combination of vehicles shall not extend more than
3 feet beyond the foremost part of the vehicle, and the load upon any
vehicle operated alone or the load upon the rear vehicle of a combi-
nation of vehicles shall not extend more than 6 feet beyond the rear
of the bed or body of such vehicle.
(b) The limitations as to length of vehicles and loads heretofore
stated in Section 171 and this Section 172 shall not apply to any
load upon a pole trailer as defined in Section 5 (c) when transport-
ing poles or pipes or structural material which cannot be dismem-
bered, provided that no pole or pipe or other material exceeding 80
feet in length shall be so transported unless a permit has first been
obtained as authorized in Section 180.
SECTION 173: Spilling Loads on Highways Prohibited. - No ve-
hicle shall be driven or moved on any highway unless such vehicle is
sO constructed or loaded as to prevent any of its load from dropping,
sifting, leaking, or otherwise escaping therefrom.
SECTION 174: Loads to be Firmly Attached. - No person shall
operate on any highway any vehicle with any load unless said load
and any covering thereon is securely fastened so as to prevent said
covering or load from becoming loose, detached, or in any manner a
hazard to other users of the highway.
SECTION 175: Trailers and Towed Vehicles. - (a) When one ve-
hicle is towing another vehicle the drawbar or other connection shall
be of sufficient strength to pull all weight towed thereby and said
drawbar or other connection shall not exceed 15 feet from one ve-
hicle to the other except the connection between any two vehicles
transporting poles, pipe, machinery, or other objects of structural na-
ture which cannot readily be dismembered.
(b) When one vehicle is towing another velicle and the connec-
tion consists of a chain, rope, or cable, there shall be displayed upon
such connection a white flag or cloth not less than 12 inches square.
SECTION 176: Gross Weights. - Axle Loads - Tires. - (a) The
gross weight upon any wheel of a vehicle shall not exceed 8,000
pounds when equipped with high-pressure pneumatic, solid rubber,
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